
ADA SIGN PER CITY OF 
SCOTTSDALE SIGN 
STANDARDS.

MOUNTED WITH:
2-CARRIAGE BOLTS
2-WASHERS
2-NUTS

BLUE LDPE THE 
THERMOPLAST SLEEVE 
INSTALLED PER MFG. SPEC.

3'-0" GALVANIZED SIGN POST 
CAST IN CONCRETE COLLARD 
12" MIN IMBED

6" DIA STEEL BOLLARD FILLED 
SOILD WITH CONCRETE

1% SLOPE TOP TO DRAIN

CONCRETE OR ASPHALT 
PAVING

CONCRETE BASE
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1-3/4" x 1-3/4" 

PERFORATED POST

2-1/4" x 2-1/4" 

PERFORATED POST

2" x 2" PERFORATED 

POST

FINISH SURFACE 

VARIES - SEE PLAN 

FOR ACTUAL 

CONDITIONS
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1-3/4" x 1-3/4" 

PERFORATED POST
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1' - 0"

SQUARE

LIGHT BLUE FIELD

4" WIDE WHITE 

TRAFFIC PAINT

TYP

2' - 0"

ACCESSIBLE

PARKING SIGNAGE

4" WIDE WHITE 

TRAFFIC PAINT

8'-0" VAN PARKING

5' - 0" TYPICAL 10' - 0"
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CONCRETE WALKWAY
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5' - 0"

20
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+0"

41"H x 36"W SYMBOL; 

4" WIDE WHITE 

TRAFFIC PAINT

VERTICAL CURB
+6"

CURB BUMPER

PER STRUCT

2' - 0"

ASPHALT PAVING

6" CONCRETE CURB 

CONCRETE POLE BASE

MIN

.

ANCHOR BOLTS AND BASE 

PLATE GROUTED

LIGHT POLE AND FIXTURE PER 

FIXTURE SCHEDULE

NOTE: COORDINATE OVERALL 

POLE HEIGHT WITH HEIGHT OF 

BASE - TYPICAL. 

NOTE: BACKFILL, CONCRETE, 

REINFORCING, AND ANCHOR 

BOLTS ARE SHOWN FOR 

REFERENCE ONLY.  STRUCTURAL 

DESIGN WILL BE SHOWN ON 

STRUCTURAL PERMIT DRAWINGS.

ELECTRICAL CONDUIT

NOTE: USE THIS POLE BASE 

DETAIL IS FOR ALONG DRIVES 

AND SIDES OF PARKING STALLS.

8
"

PER STRUCT

2
' -

 6
"

CONCRETE POLE BASE

ANCHOR BOLTS AND BASE 

PLATE GROUTED

LIGHT POLE AND FIXTURE PER 

FIXTURE SCHEDULE

NOTE: COORDINATE OVERALL 

POLE HEIGHT WITH HEIGHT OF 

BASE - TYPICAL. 

NOTE: BACKFILL, CONCRETE, 

REINFORCING, AND ANCHOR 

BOLTS ARE SHOWN FOR 

REFERENCE ONLY.  STRUCTURAL 

DESIGN WILL BE SHOWN ON 

STRUCTURAL PERMIT DRAWINGS.

ELECTRICAL CONDUIT

ASPHALT PAVING

NOTE: USE THIS POLE BASE 

DETAIL AT ASPHALT AND 2'-0" 

MIN. DISTANCE IN FRONT OF 

NOSE END PARKING STALLS.

AT NOSE END PKG

2' - 0" MIN

AS OCCURS

6" x 6" BLUE FIELD 

WITH ACCESSIBLE 

SYMBOL W/ 1/2" 

RADIUS CORNERS

ACCESSIBLE PARKING
A

WHITE REFLECTIVE 

BACKGROUND 

TYPICAL

2" LETTERING

3/8" WIDE BLUE COLOR BAND

1' - 0"

VAN
ACCESSIBLE

3/8" WIDE BLUE COLOR BAND

2" x 1/4" LETTERS

1" x 1/8" LETTERS

ADA SIGN PER CITY OF 

SCOTTSDALE SIGN STANDARDS 

R7-8AZ AND R7-8P

THE VAN ACCESSIBLE SIGN SHALL 

BE CENTERED UNDER THE 

ACCESSIBLE PARKING SIGN AS 

SHOWN

THE BOTTOM OF THE SIGN SHALL 

BE NO LESS THAN 60 INCHES AND 

NO MORE THAN 72 INCHES ABOVE 

FINISH GRADE

SIGNS SHALL BE CENTERED WITHIN 

THE PARKING SPACE

THE SIGN FACE SHOULD BE 

LOCATED NO FARTHER THAN 10 

FEET FROM THE FRONT OF EACH 

PARKING SPACE

NOTE:

RESERVED
PARKING

HANDICAPPED

PLATE        PERMIT

ONLY
A.R.S. SEC 28-884

OR

6
".

1
' -

 6
".

STANDARD REGULATORY SIGN 

REFLECTIVE 0.80 ALUM. WITH BLUE 

LETTERS ON WHITE REFLECTIVE 

BACKGROUND1 CONCRETE PAVEMENT

TOOLED OR SAWCUT JOINT 
TO 1/4 DEPTH OF PAVEMENT. 
(T = CONCRETE PAVEMENT 
THICKNESS).

2

1

2

1 CONCRETE PAVEMENT

CONCRETE EDFE, 1/8" 
RADIUS

JOINT SEALANT

BACKER ROD

EXPANSION JOINT 
MATERIAL TO FULL 
DEPTH

2

2

1

3

4

5

3

4

5

1/2"

PER STRUCT

CONCRETE POLE BASE

ANCHOR BOLTS AND BASE 

PLATE GROUTED

LIGHT POLE AND FIXTURE PER 

FIXTURE SCHEDULE 

NOTE: COORDINATE OVERALL 

POLE HEIGHT WITH HEIGHT OF 

BASE - TYPICAL. 

NOTE: BACKFILL, CONCRETE, 

REINFORCING, AND ANCHOR 

BOLTS ARE SHOWN FOR 

REFERENCE ONLY.  STRUCTURAL 

DESIGN WILL BE SHOWN ON 

STRUCTURAL PERMIT DRAWINGS.

ELECTRICAL CONDUIT

NOTE: USE THIS POLE BASE 

DETAIL IS FOR ALONG DRIVES 

AND SIDES OF PARKING STALLS.

1
 1

/2
" TOP DRESS TO COVER BASE

B. FRONT ELEVATION FOOTING

MASONRY - PATTERN "B" (CMU-2)
BANNER STANDARD CUSTOM BLEND OF 
8" HIGH AND 4" HIGH MASONRY WITH (3) 
TOTAL COLOR/TEXTURE COMBINATIONS
- REFER TO SHEET A4.1.0 FOR EXTERIOR 
ELEVATIONS AND MATERIAL LEGEND

A. SIDE ELEVATION

3'
 -

 0
"

3'
 -

 0
"

X
'-X

"

4"CMU CAP
REFER TO SITE PLAN 
FOR EXTENTS OF SITE 
WALL (TYPICAL)

MASONRY - PATTERN CMU-2
BANNER STANDARD CUSTOM BLEND OF 
8" HIGH AND 4" HIGH MASONRY WITH (3) 
TOTAL COLOR/TEXTURE COMBINATIONS

B

DEPTH AS REQUIRED BY GRADING AND 
STRUCTURAL CONDITIONS

MASONRY WALL OPENING AS 
OCCURS 

1' - 3"

37' - 6"

1' - 3"

GRADE

10
' -

 0
" 
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R
 7

0K
W
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D
 S

H
A

D
E

10
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"

NOTE: 

PARKING CANOPY SHOWN FOR GENERAL 
CONFIGURATION AND ILLUSTRATIVE PURPOSES 
ONLY. 

ALL ENGINEERING AND DETAILING TO BE PROVIDED 
BY CANOPY CONTRACTOR.

SLOPE 5 DEG EQ

EQ

A
D

A
8'

 -
 2

"

NOTE : 

ALL STEEL TO BE PAINTED WITH EPT-2

SOLAR PANELS

GALVANIZED 
METAL DECK

PAINTED METAL 
PURLINS, TYP

PAINTED STEEL 
BEAMS, TYP

PAINTED STEEL 
COLUMNS, TYP

CONCRETE FOOTING

CARPORT LIGHT FIXTURE, 
TYPE 'SD'.  RECESS AND 
UTILIZE STRUCTURAL PURLINS 
FOR PROPER SHIELDING
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SCALE: 1" = 1'-0"
12

ADA SIGN WITH BOLLARD
SCALE: 1 1/2" = 1'-0"

30
SIGN POST FOUNDATION

SCALE: 1/4" = 1'-0"
10

TYPICAL ACCESSIBLE PARKING STALL

SCALE: 1/2" = 1'-0"
20

LIGHT POLE BASE - A

SCALE: 1/2" = 1'-0"
22

LIGHT POLE BASE - B

SCALE: 1 1/2" = 1'-0"
8

PARKING SIGNAGE

SCALE: 1" = 1'-0"
26

CONTROL JOINT

SCALE: 1" = 1'-0"
27

ISOLATION JOINT

SCALE: 1/2" = 1'-0"
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LIGHT POLE BASE - CSCALE: 1/2" = 1'-0"
42

SITE SCREENWALL - ELEVATION

SCALE: 1/4" = 1'-0"
39

SECTION - COVERED PARKING STRUCTURE_DRB
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TOP AND BOTTOM 
PADLOCK RECEIVER -
DRILL HOLES LARGER 
THAN  HEAVY-DUTY 
PADLOCK

METAL SLEEVE EMBEDDED 
IN CONCRETE SLAB MIN. 3" 
(OPEN AND CLOSED 
POSITIONS)

HORIZ METAL DECK, 
PAINTED

HSS 4"x4"x1/4" GATE 
FRAME, PAINTED

HEAVY-DUTY WHEEL 
ASSEMBLY BEYOND

HSS 4" x 4" x 1/4"  GATE FRAME, 
PAINTED

HSS 6" x 6" x 3/8" GATE POST W/ 
WELDED STL CAP FLUSH TO TOP 
OF POST, GRIND SMOOTH AND  
PAINTED. 

8"x8"x16" CMU WALL W/ 2" 
MORTAR CAP.  GROUT CELLS 
FULL HEIGHT 

2" x 2" x 1/4" STEEL ANGLE WELDED 
TO GATE FRAME, PAINTED

1 1/2" DEEP CORRUGATED METAL 
PANEL "BR7-35" OR EQUAL, PAINTED. 
ALIGN TO FACE OF GATE FRAME

HEAVY-DUTY STEEL BARREL HINGE 
WITH GREASE FITTING, 90-DEG SWING 
RANGE. PROVIDE (5) MIN AT EA. GATE

1 
1/

2"

4"

STEEL BAR HANDLES, 3/4"  DIA. 
ROUND STEEL BAR BENT AND 
WELDED  TO VERTICAL TUBES, 
PAINTED

1/2"

HSS 4" x 4" x 1/4"  GATE 
FRAME, PAINTED

2" x 2" x 1/4" STEEL ANGLE WELDED 
TO GATE FRAME, PAINTED

1 1/2" DEEP CORRUGATED  METAL 
PANEL "BR7-35" OR EQUAL SECURED 
TO GATE FRAMING WITH EXPOSED 
FASTENERS, PAINTED. ALIGN TO FACE 
OF GATE FRAME

6"

SIDE ELEVATION

PLAN - SECTION

3"

STEEL FLAT BAR 
ATTACHED TO ONE GATE 
DOOR FOR CLOSURE 
RIGIDITY

HSS 4" x 4" x 1/4" GATE FRAME, 
PAINTED

2" x 2" x 1/4" STEEL ANGLE,
PAINTED. WELDED TO TUBE 
STEEL GATE FRAME AT ALL 
SIDES

2" x 2" x 1/4" STEEL ANGLE  
BRACING, PAINTED. REFER TO 
GATE ELEVATION FOR LOCATION 
AND ORIENTATION

HSS 4" x 4" x 1/4" GATE FRAME, 
PAINTED

HEAVY-DUTY, OUTDOOR-
GRADE WHEEL ASSEMBLY 
MOUNTED AT EACH GATE

6" STEEL CHANNEL SECTION 
WELDED TO HSS GATE FRAME TO 
RECEIVE CANE BOLT WITH 
PADLOCK LATCHING AT EACH 
GATE

GATE HEIGHT TO MATCH 
HEIGHT OF ADJACENT 
MASONRY WALL 

1 1/2" DEEP CORRUGATED METAL 
PANEL "BR7-35" OR EQUAL 
SECURED TO GATE FRAMING 
WITH EXPOSED FASTENERS, 
PAINTED. ALIGN TO FACE OF 
GATE FRAME

HEAVY-DUTY LOCKABLE CANE 
BOLT ASSEMBLY, PADLOCK IN 
'DOWN' POSITION

METAL SLEEVE EMBEDDED IN 
CONC. SLAB AT BOTH OPEN & 
CLOSED POSITIONS

D
E

P
T

H

3"
 M

IN
.

M
A

X
.

3"

SECURE CORRUGATED METAL 
PANEL TO BRACING MEMBERS

MASONRY - PATTERN "B" CMU-2

BANNER STANDARD CUSTOM BLEND OF 
8" HIGH MASONRY WITH (3) TOTAL 
COLOR/TEXTURE COMBINATIONS

4" DIA. STEEL BOLLARD 
FILL WITH CONCRETE, TYP.

DRB_A1.1.8

49
SIM

DRB_A1.1.8

46
SIM

T.O. MASONRY / T.O.GATE

EL +9'-4"

T.O. CONCRETE SLAB

EL +0'-0"

3
"

3'
 -

 6
"

GRAPHIC 
REPRESENTATION OF 1 
1/2" DEEP CORRUGATED 
METAL PANEL "BR7-35" 
OR EQUAL, PAINTED. 
HORIZONTAL 
ORIENTATION WITH 
VERTICAL ALIGNMENT 
TO EACH GATE

HEAVY-DUTY STEEL 
BARREL HINGE WITH 
GREASE FITTING, 90-
DEG SWING RANGE. 
PROVIDE (5) MIN AT 
EACH GATE FRAME

2" x 2" x 1/4" STEEL 
ANGLE DIAGONAL 
BRACING WELDED TO 
FRAME, PAINTED

HSS 4" x 4" x 1/4" 
GATE FRAME W/ 
MITERED AND 
WELDED CORNERS, 
PAINTED 

MASONRY (CMU-2)
BANNER STANDARD 
CUSTOM BLEND OF 8" 
HIGH AND 4" HIGH 
MASONRY WITH (3) TOTAL 
COLOR/TEXTURE 
COMBINATIONS

21' - 8" CLEAR

49

DRB_A1.1.8

SIM
46

DRB_A1.1.8

SIM

DRB_A1.1.8

44
SIM

B. FRONT ELEVATION

A. PLAN

STEEL GATE

6" SQ. HSS POST

3' - 0" 3' - 4"3' - 8" 3' - 0" 3' - 0" 3' - 0" 3' - 0"

23' - 4"

34

DRB_A1.1.8

SIM

CLEAR
22' - 0"

6'
 -

 0
"

3'
 -

 0
"

1' - 0"

6 YD TRASH COMPACTOR, SEE 
REFUSE PLAN FOR FURTHER 
INFORMATION

4" CONCRETE

6" THICK REBAR REINFORCED CONCRETE 
19'-4" WIDE X 12'-0" OUT FROM FRONT OF 
ENCLOSURE 3% MAX SLOPE

HOLES FOR CANE BOLTS IN 
OPEN AND CLOSED 
POSITION, CANE BOLTS ARE 
TO BE SLEEVED AND AT 
LEAST 3" DEEP, AND KEPT 
CLEAN AT ALL TIMES

4" CONCRETE

13
' -

 4
"

6 YD RECYCLING COMPACTOR, SEE 
REFUSE PLAN FOR FURTHER 
INFORMATION

STEEL ANGLE, PAINTED 

FOUNDATION 

E
Q

E
Q

METAL DECK, PAINTED 
EPT-2 (FRONT & 
BACKSIDE) - REFER TO 
STRUCTURAL

METAL TRIM FLASHING

STEEL POST, PAINTED

+0'-4" MAX

B.O.SCREEN

SW-2 MEP YARD SCREENWALL SECTION

T.O.SCREEN

STEEL ANGLE, PAINTED

STEEL ANGLE, PAINTED

METAL DECK TRIM AT 
EDGES AND CORNERS, 
PRIME PAINTED 
BUILDING STEEL COLOR

CMU WALL BEYOND 

9'-4"

BLOCK CAP

CMU-2 MEP YARD SCREENWALL SECTION

+0'-0" GRADE

B.O.WALL

MASONRY (CMU-2)
BANNER STANDARD 
CUSTOM BLEND OF 8" HIGH 
AND 4" HIGH MASONRY 
WITH (3) TOTAL 
COLOR/TEXTURE 
COMBINATIONS
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SCALE: 1 1/2" = 1'-0"
44

GATE LOCKS

SCALE: 3" = 1'-0"
49

GATE PLAN DETAIL

SCALE: 3" = 1'-0"
46

GATE PLAN DETAIL HANDLES
SCALE: 3" = 1'-0"

34
GATE SECTION DETAIL
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SCALE: 1/2" = 1'-0"
25

TRASH ENCLOSURE - PLAN & ELEVATION
SCALE: 1/2" = 1'-0"

36
MEP YARD SCREENWALL DETAILS



092900.B02

042613.E03

072100.A16

042000.C19

042613.E02

076526.A00

076200.A28

1' - 1 7/8"

6"
061053.B02

079200.A01

2"

3/
4"

074213.13.A00

072100.A16

076526.A00

074213.13.B08

074213.13.B04

079200.A02

092900.B02

084413.C05
061053.B02

079200.A01

076200.A28

072726.A01

061600.A00

10 3/4"

2 7/8"

3/
4"

092900.B02

079200.A01

061053.B02

084413.C05

079200.A02

2"

072413.A01

072726.A01

061600.A00 054000.C06

9 5/8"

1 3/4"

5/8"

092900.B02

079200.A01

042613.E03

072100.A16

042000.C19

042613.E02

076526.A00

076200.A28

079200.A02

061053.B02084113.A02

3/
4"

1' - 1 7/8"

7 1/4"

3/
4"

074213.13.A00

072100.A16

076526.A00

074213.13.B08

074213.13.B04

079200.A02

092900.B02

084113.A02

061053.B02

079200.A01

076200.A28

5/8"

10 3/4"

4 1/8"

5/8"

3/
4"

092900.B02

079200.A01

061053.B02

079200.A02

084113.A02

9 5/8"

3"

SEALANT & BACKER - TYPICAL 
BOTH SIDES

CMU VENEER OVER METAL 
STUDS

FRAME PROFILE AS DEFINED BY 
FRAME TYPES

1"6 1/4"

1' - 1 7/8"

1/2".

SEALANT & BACKER -
TYPICAL BOTH SIDES

EIFS OVER METAL STUDS

FRAME PROFILE AS 
DEFINED BY FRAME TYPES

9 5/8"

1/2".

1"2"
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SCALE: 3" = 1'-0"
38

HEAD DETAIL - CURTAIN WALL AT CMU VENEER
SCALE: 3" = 1'-0"

26
HEAD DETAIL - CURTAIN WALL AT METAL PANEL

SCALE: 3" = 1'-0"
14

HEAD DETAIL - CURTAIN WALL AT EIFS

SCALE: 3" = 1'-0"
40

HEAD DETAIL - STOREFRONT AT CMU VENEER
SCALE: 3" = 1'-0"

28
HEAD DETAIL - STOREFRONT AT METAL PANEL

SCALE: 3" = 1'-0"
16

HEAD DETAIL - STOREFRONT AT EIFS
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REFERENCE KEYNOTES

042000.C19 CAVITY DRAINAGE MATERIAL

042613.E02 WEEP

042613.E03 MASONRY VENEER

054000.C06 BOX HEADER

061053.B02 SHIM

061600.A00 5/8" SHEATHING

072100.A16 MW-1, UNFACED, SEMI-RIGID MINERAL-WOOL BOARD
INSULATION

072413.A01 POLYMER-BASED EXTERIOR INSULATION AND FINISH
SYSTEM (EIFS)

072726.A01 FLUID-APPLIED MEMBRANE AIR BARRIERS

074213.13.A00 FORMED METAL WALL PANEL

074213.13.B04 CLOSURE STRIP

074213.13.B08 SUPPORT

076200.A28 PREFINISHED METAL FLASHING WITH DRIP EDGE

076526.A00 SELF-ADHERING SHEET WATERPROOFING SYSTEM

079200.A01 SEALANT

079200.A02 SEALANT AND BACKER

084113.A02 ALUMINUM STOREFRONT

084413.C05 CURTAIN WALL

092900.B02 GYPSUM BOARD, TYPE X, 5/8"

SCALE: 3" = 1'-0"
42

HEAD DETAIL - HOLLOW METAL DOOR AT CMU VENEER
SCALE: 3" = 1'-0"

18
HEAD DETAIL - HOLLOW METAL DOOR AT EIFS
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